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Complete Cleanliness Solution 
Improve quality of your results
Cleanliness Lab Work�ow – Steps

1. Parts / Components Preparation
Part Types, Required Methods

Internal or External Audit
Cleanliness Audits Excellence

2. Extraction / Filtration
Agitation, Parts Rinsing, 

Ultrasonication, Test Bench

4. Particle Analysis
Detection, Quantification, 

Classification

5. Check Results
ISO 16232 & VDA19

6. React
Apply Counter-Measures

3. Sample manipulation

Internal or External Audit
Cleanliness Audits Excellence

7. Cleanroom classification

Design your complete cleanliness laboratory with Pragolab

For automotive manufacturers and automotive component suppliers, obtaining cleanliness 
results rapidly, accurately, and reliably over the entire workflow is a significant advantage. Often 
for this quality control task, multiple instruments from several suppliers are used to perform 
the analysis. For this reason Pragolab, Pall Corporation, CAE, RRT Cleanrooms and Leica Micro-
systems have joined efforts to offer an optimal, turn-key cleanliness analysis solution from a 
“single source”. The customer has the advantage of an overall solution and advice from experts 
to achieve optimization and maintain its performance over time. Customer also can recieve 
trainning for internal auditors

www.pragolab.cz/cleanlinesslab Contacts:  skorik@pragolab.cz | kopecky@pragolab.cz 


